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Introduction 
 

Thank you for purchasing this 600BB Moisture Sensor Kit. The 600BB Moisture Sensor Kit is designed to 
operator through the balerôs ISOBUS system and/or an Apple iPad (not included) using the Hay App. The 
600BB Moisture Sensor offers these advantages: 
 

1. Operation coordinated with baler operation 
2. Less cab clutter providing better visibility 
3. Ease of use with all information on one screen 
4. Records kept together 
5. The system is ready for future updates 

 
This manual will take you through the steps of installing the moisture sensor. Please read this manual carefully 
to learn how to install the equipment correctly. Failure to do this can result in personal injury or equipment 
malfunction. If you are unsure about installing the system after consulting this manual, contact your local 
authorized dealership for additional assistance or look for the contact information on the back cover of this 
manual. If you are in need of parts for the system please view the Parts Breakdowns in the back of this manual 
and contact your local authorized dealer to order the parts.   
 
Right and Left sides are determined by facing in the direction of forward travel.   

  
System Requirements 
  

 
The Baler Control Module (BCM)  

must have Version 4.2.0.0 or higher.  
 

*Requirement to run iPad option are 3rd Generation iPad (2012) or newer with  
iOS8 or greater operating system, plus the Hay App. 

 
In order for the CNH Baler to receive the ThirtyPlus or CropSaver System messages regarding Status, 
Moisture and preservative, and display this information on the Baler Work Screen, the software in the Baler 
Control Module (BCM) needs to be updated to version 4.2.0.0 or higher. Dealers can log an ASIST incident 
and request the BCM software from CNH Technical Support Services if they need the software prior to those 
release dates. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



5 

 

Safety 

 
Carefully read all the safety signs in this manual and on the applicator before use.  Keep signs clean and in 
good working order. Replace missing or damaged safety signs.  Replacement signs are available from your 
local authorized dealer.   
 
Keep your applicator in proper working condition.  Unauthorized modifications to the applicator may impair the 
function and/or safety of the machine. 
 
Carefully read and understand all of the baler safety signs before installing or servicing the baler.  Always use 
the supplied safety equipment on the baler to service the applicator.   
 
 

Safety Decals 
 

 

   

             Number 1 
             Disconnect power before servicing.  
             Part no. DCL-8003 

 

Number 4 
Read and understand the operatorôs manual before using 
or working around the equipment. 
Part no. DCL-8000 

 

Connecting Power and Communication Harnesses 

The harnesses (006-6650TM & 006-6650LS) are located at the front of the baler near the hitch and at the back 
of the tractor near the drawbar.  See arrow below.  Make sure all connection wires are free between the hitch 
of the baler and the back of the tractor, especially when tractor is turning away. 
 
WARNING and Safety Precaution: Stop tractor engine and shift to park, set brakes and remove key 
before leaving the tractor. 
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Communicating through the ISOBUS Monitor to Utilize the Moisture Sensor Kit 
 
When the 600 Series processor is connected to the baler and powered on the first time it is necessary to load 
the object pools to the Virtual Terminal (VT).   

 

 
 

Icon (1) indicates that the object pools are in the process of loading and saving to the VT.  Note that if the 

language selection of the VT is changed, the corresponding object pool must be reloaded to the VT.  The 

object pool loading process takes approximately two minutes to complete.   

 
 

Once the object pools have been loaded and Icon (1) disappears from the upper left corner of the display, 

press the NEXT IMPLEMENT button (2) and verify that the 600 Series object pools appear on the Virtual 

Terminal. 

2 
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After verifying that the 600 Series object pool is loaded and the 600 Series System operating screens are 
displayed on the VT, press the NEXT IMPLEMENT button (3) to return to the baler work screen page. 

 

 

 
 

Press the bottom button of the Menu Bar with the down arrow in corner (4) on the side of the screen to 

continue down the Menu Bar below the USER SETTING icon. 
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Scroll through the Menu bar until the INFORMATION icon (5) is visible.  Press the INFORMATION button so 

the Information page appears.  Verify that the controller software loaded to the baler is version 4.2.0.0 or 

higher.  If not, contact the dealer to update firmware in Baler Control Module (BCM).  If the controller software 

displays version 4.2.0.0 or higher proceed, to configuring the baler for the 600 Series System by pressing the 

MACHINE SETUP button (6). 

 

 

Once the MACHINE SETUP icon has been selected, the Machine Setup page will appear, and the icon will be 

backlit in orange.  Press the MACHINE SETUP icon (7) again to go to the second page of the Machine Setup. 

6 

7 
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The second page of the Machine setup screens is identified by the three light gray buttons in the Menu Bar.  

Press and hold second light gray button (8) for 10 seconds or until display switches to displaying Dealer Mode. 

 

Once Dealer Mode has been entered, select the down arrow in the Menu Bar (9) to scroll to the second Dealer 

Mode Screen where óMoistureô is a selection. 

9 
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Once you have reached the second Dealer Mode screen, select the area under óMoistureó(10).  Note that the 

box below óMoistureô will likely be the default ñNOT INSTALLEDò.  

 

Select the proper configuration setting from the pop up menu (11), based on the configuration of your 600 

Series system. This configuration setting allows the baler to properly display the information it is receiving from 

the 600 Series system on the baler working screen. Select ñDCP.ò 

Note that ñHT500C2 moisture onlyò is not ISOBUS compatible and is not an option in North America. 

11 
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Once the configuration has been set press the MACHINE SETUP icon (12) to return to the Machine Setup 

Screen and the Menu Bar.  

 

Press the arrow down button at the bottom of the Menu Bar (13) to scroll down thru the Menu Bar until you 

reach the SCREEN SETUP pages.  

13 
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Select the icon for SCREEN SETUP 1 (14) so the Screen Setup 1 screen appears. Select how you would like 
to have the screen configured to show a combination of baler and 600 Series system information by selecting 
the boxes. When you select one of the boxes, a popup screen will appear that shows the selections available. 
 

 
 
Selections related to the 600 Series system include Moisture and Moisture Bale. These are noted by arrows in 
the image above and in the next image. Scroll to additional options in the popup window by pressing the down 
arrow on the side of the popup window (15). 
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