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DECLARATION OF INCORPORATION 
 
 
 
 
 
 
 
 
 
MANUFACTURER:     Harvest Tec Inc. 

2821 Harvey St. 
P.O. Box 63 
Hudson, WI 54016, U.S.A. 

 
 
 
REPRESENTATIVE ESTABLISHED IN COMMUNITY: Profitable Farming Company 
                  Middle Barlington, Roborough 

                      Winkleigh, Devon, EX19 8AG 
           ENGLAND   

 
The person above certifies and declares that:  
 
VIRTUAL MACHINE: Equipment mounted on a farm press and for the application of innoculants onto 
forage crops. 
MODEL: 346,347,349-17-Imp&Metric 

BRAND: Harvest Tec 
SERIAL NUMBER:  
 
This application preservatives for hay Harvest Tec system meets the Directive 2006/42/EC of the 
European Parliment and the Council of 17 May 2006 and other applicable European Directives 
including Directive 2004/108/EC on the Electromagnetic compatability.  
 
The application of preservatives for hay Harvest Tec system will be turned on after being installed on 
a farm press has been declard in conformity with the Machinery Directive.  
 
 
 
Person in the community authorized to provide information on the partly completed machinery and 
making this statement: 
 
 

Richard Snell, President, Profitable Farming Company 
Signed on May 21, 2011: Middle Barlington, Roborough 

   Winkleigh, Devon, EX19 8AG 
   ENGLAND 
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Introduction 
 
Congratulations and thank you for purchasing a Harvest Tec Model 346, 347 or 349 applicator. Please read 
this manual carefully to ensure correct steps are taken to attach the applicator to the baler. This applicator is 
designed to apply Harvest Tec buffered propionic acid. Use of alternative products may cause complications. 
Including inaccurate readings from the flow meter and damage to all parts. Resulting in the warranty being 
void. A parts break down for the applicator is located in the back of the manual.  

 
*iPad Mini or iPad 3rd Generation (2012) or newer, running the current iOS operating system  

or one version previous required for iPad option 
 

Model Reference 
 

Baler make Baler Model Model  Installation kit Tank size 

Case IH All RBX & RB series four foot wide 347 447C-SO 25 Gallon 

Case IH All RBX & RB series five foot wide 347 447C-SO 55 Gallon 

Case IH All Rollbelt four and five foot wide 347C 447C-SO 55 Gallon 

Case IH RB 455A  347U 447U-SO 25 Gallon 

Challenger RB 46 & 56 349 4508C 55 Gallon 

Challenger 453, 463 & 563 349 4524C 55 Gallon 

Claas All Variant balers 346 4484C 25 Gallon 

New Holland 640-688 round balers 346 4486C 25 Gallon 

New Holland 630-638 round balers, & BR 730 346 4484C 25 Gallon 

New Holland All BR series four foot wide 347 447C-SO 25 Gallon 

New Holland All BR series five foot wide 347 447C-SO 55 Gallon 

New Holland All Rollbelt four and five foot wide 347C 447C-SO 55 Gallon 

New Holland Rollbelt Utility baler 347U 447U-SO 25 Gallon 

John Deere 582 & 854 round balers 349 4503C 55 Gallon 

John Deere 5, 6 & 7 series 346 4483C 25 Gallon 

John Deere 5, 6 & 7 series 349 4504C 55 Gallon 

John Deere  8 & 9 series 346 4516C 25 Gallon 

John Deere 8 & 9 series 349 4517C 55 Gallon 

John Deere 960, 990  349 4538C 55 Gallon 

John Deere 0 Series 346 4546C 25 Gallon 

John Deere 0 Series 349 4547C 55 Gallon 

Kubota BV 4160, 4180, 5160 346 4481C 25 Gallon 

Kuhn VB 2160 & 2190 337 437-SO 25 Gallon 

Massey Ferguson 
800-900 series round balers & 

5446-5556 & 2646-2766 
349 4508C 55 Gallon 

Vermeer 404 Pro & 504 Pro 349 4523C 55 Gallon  

Massey Ferguson 2846-2856A 349 4524C 55 Gallon 

McHale V660  349 4526C 55 Gallon 

Other Round balers 346 4484C 25 Gallon 

Vermeer 604M & 605M 349 4505C 55 Gallon 

 
Tools Needed   

   

Standard wrench set  Side cutter & Hose SAE sock set Hammer 
Standard screw driver or 5/16ò nut driver Crescent wrench Drill bit set Center punch 
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Installation of the applicator 
 

Installation of mounting brackets, tank, and reach rods 
 

Model 346  
 

Install kit 4481C  
 

Using the one pre-drilled holes next to the baler jack on top of the baler tongue, mount one side support leg 
(001-4704MAK). Drill second hole to align with support leg hole. Both holes will need to be drilled out to have a 
9/16ò diameter. Secure with 1/2" x 1 1/2" bolts, pre-drilled holes will need to be drilled out to have a 9/16ò 
(14mm) diameter. Repeat process on opposite side of baler tongue as shown in figure 1. After side supports 
are secured, mount top tank support (001-4704MK) as show in figure 2 using three 1/2" x 1 1/2" bolts per side. 
Mount tank saddle (001-4401) using three 1/2" x 1 1/2" bolts onto top support as show in figure 3.  
 

                         
    

 

Install kit 4482C 
 

Locate the tank mounting legs (001-4704MAK) the top support bracket (001-4704MRF) the front mount plate 
(001-4703VZ) and assemble as show in figure 4. Assemble the parts together as shown using the supplied 
bolts. Point the assembled bracket with the 001-4703VZ toward the baler. Move the tank legs toward the baler 
until the width of the tongue matches the width of the legs (shown in figure 5). Ensure the assembly is 
positioned upright, drill the holes and secure. Attach the tank saddle to the assembly as shown in figure 3. 
Secure the tank to the saddle by using the two supplied tank straps. 

                           

Figure 1 Figure 2 Figure 3 

Tank Saddle 

Figure 4 
*Reversed View 

001-4704MAK 

001-4704MRF 

001-4703VZ 

Figure 5 

Figure 6 
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Install kit 4483C, 4516C, 4546C 
 

The base bracket will straddle the balerôs tongue resting up against the tongueôs intersection with the balerós 
cross frame (for 8 Series and older). The bracket is bolted to the baler using three bolts on each side holding 
the tongue to the cross frame. Replace each of these bolts with the longer bolts provided (for 9 Series only two 
bolts per side are used). The tank mounting bracket may flex when tightening down bolts because some 
hitches are welded at different angles. Install the tank on top of the stub pipe; the tank saddle will be secured 
with the 1/2ò x 1-1/2ò hardware. The bottom support plate will attach to the bottom of the saddle and to the front 
of the mounting bracket. Tighten down and secure all hardware.  

     

Bracket Support 

Mounting Bracket 
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Install kit 4484C 
 

   

  

Locate the base bracket (Figure 1) on the balerôs tongue or cross frame. Care must be taken to make sure the 
applicator will be clear of the balers moving parts and the rear wheels of the tractor. Line up the bracket with 
any existing holes, drill new if necessary. The bracket will be secured with four 1/2ò bolts. Mount the tank on 
top of the stub pipe. Secure with the 1/2ò x 1-1/2ò bolt and hardware. Secure the reach rods from the top of the 
stub pipe to the baler forming a V or triangle shape.   
Note: Reach rods may have to be bent on the tab to align properly. 

 

Install kit 4486C 

    
 
 

Locate the mounting bracket (Figure 2) on the front of the balerôs tongue where it joins the hitch acceptor. Use 
the bolts 5/8ò included to join the two parts of the baler. Orient the bracket so the two holes on top of the 
bracket will face away from the baler this will allow the applicator to face rearward. Install the tank on top of the 
mounting bracket using two 1/2ò x 1-1/2ò bolts and hardware. The tank will face towards the baler when 
installation in complete. Secure the reach rods from the top of the stub pipe to the baler forming a V or triangle 
shape. The reach rods will need to be connected to the top of the baler to permit easy opening of the twine or 
net wrap door. Note: reach rods may have to be bent on the tab to align properly. 

Figure 2 

Figure 1 
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Model 349  
 
Installation of tank 
 

Locate parts bag 7. Place tank (005-9203) onto saddle (001-4703). Make sure side tank fitting is placed to the 
balerôs left side when looking at it from the front. Attach straps (001-4402) to saddle using 5/16ò x 4ò bolts.  
Make sure to double nut all four bolts. 
 

Installation of mounting brackets 

 
Install kit 4503C for John Deere 582 round balers 
 
The mounting brackets are L-shaped. There is a right and left bracket enclosed in the applicator. This can be 
determined by setting the right and left bracket next to each other with the longer legs lying flat toward you and 
the shorter legs pointing up. The short leg of the bracket will either touch each other or angle away from each 
other. Place the brackets so they angle away from each other and form a V (see below). The bracket on the 

left is the left bracket and the bracket to the right is the right bracket. 
 

  
 
Before installing the brackets, the baler tongue must be supported by some means other than the jack (hooked 
to a tractor). Looking at the baler from the front, the right bracket bolts to the left side of the hitch using two 1/2" 
x 2ò bolts, washers, lock washers, and nuts (labeled L1 below). Short leg of brackets will point toward the front 
of the hitch. Next remove the two bolts holding the jack assembly to a baler (labeled L2 below). Insert the right 
L-bracket between the jack assembly and baler. Bolt together with two M16 x 70mm bolts. Attach the tank legs 
(001-4703B) to the tank saddle with 3/8ò x 1ò bolts, locks, and flat washers. Attach the saddle legs to the 
mounting bracket with 1/2" x 1-1/2" bolts, locks, nuts and flat washers.  
 

     

V formed here 

Short leg 

Right bracket 
(001-4703ER) 

Left bracket 
(001-4703EL) 

Long leg 

001-4703B 

L2 

L1 

001-4703EL 
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Install kit 4503C for John Deere 854 balers 
 
The mounting brackets are L-shaped. There is a right and left bracket enclosed in the applicator. This can be 
determined by setting the right and left bracket next to each other with the longer legs lying flat toward you and 
the shorter legs pointing up. The short leg of the bracket will either touch each other or angle away from each 
other. Place the brackets so they angle away from each other and form a V (see below). The bracket on the 
left is the left bracket and the bracket to the right is the right bracket.  
 

  
 
Before installing the brackets, the baler tongue must be supported by some means other than the jack (ex. 
hooked to a tractor). Looking at the baler from the front, the right bracket bolts to the left side of the hitch using 
two M16 x 55mm bolts, washers, lock washers, and nuts (labeled L1 below). Short leg of brackets will point 
toward the front of the hitch. Next remove the two bolts holding the jack assembly to a baler (L2 below).  
 
Remove the jack from the mounting bracket and install jack extension (001-4703EXT) as shown below (3). Use 
the supplied hardware to mount the jack to the extension (hole 4 M16x2mm) (hole 5 M20x2.5mm) (hole 6 M12 
x 1.75mm), and use the factory jack hardware and mounting plates to mount the extension to the baler. Insert 
the right L-bracket between the jack assembly and baler. Bolt together with two M16 x 70mm bolts. Attach the 
tank legs (001-4703B) to the tank saddle with 3/8ò x 1ò bolts, locks, and flat washers. Attach the leg with 1/2ò x 
1-1/2" bolts, locks, nuts and flat washers. 

 

     
 
 
 

  

4 

6 

V formed here 

Short leg 

Right bracket 
(001-4703ER) 

Left bracket 
(001-4703EL) 

Long leg 

001-4703B 

L2 

L1 

001-4703EL 

5 
L3 
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Install kit 4504C, 4517C & 4547C 
 
Attach L-shaped brackets part 001-4703DL and 001-4703DR will attach to the baler with M12 x 45 mm bolts 
(Figure 1). Attach legs part 001-4703B to the tank saddle with 3/8ò x 1ò bolts, lock and flat washers. Three bolts 
will be used per side on 8 Series balers and two bolts per side with the 9 Series balers. When both sides have 
been attached place the legs on top of the bracket (Figure 2). The legs will attach to the brackets with 1/2ò x 1-
1/2" bolts, nuts, flat, and lock washers. Install both sides of legs before tightening down any of the bolts. 

    
 
 
 

  
 
 
 
 
 
 

Figure 1 

Figure 2 

001-4703DL 001-4703DR 

001-4703B 
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Install kit 4505C 
 
Locate legs part 001-4703FL and part 001-4703FR. These legs will attach to the tongue of the baler using the 
one existing hole per side as shown by arrow A. If the holes are not pre-dilled, hole A will need to be located 8ò 
(20cm) down from the top of the hitch rail and 4.75ò (12cm) from the end of the hitch rail. Loosely attach the 
legs to point A and mark the two holes that will need to be drilled as shown by arrow B with a 9/16ò (14mm) bit. 
Attach legs loosely using the two existing bolts and lock nuts and four 1/2ò x 1-1/4ò bolt, nuts, locks and flat 
washers. Install tank and saddle assembly. Tighten all leg hardware after the tank has been installed. 
 

 

   
 
 
 

 
 
 
 
 
 
 
 
 
 

A 

B 
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Install kit 4508C 
 

Locate legs part 001-4703K and part 001-4703L. Use the diagram below to locate the placement of the holes 
you will need to drill. You will need to drill three 1/2" (13mm) holes per side of tongue. After drilling the holes 
you will need to loosely attach the legs to the tongue with 1/2" X 2ò bolts with locks, nuts, and flat washers 
(Figure 1). Attach the saddle (001-4703) and tank assembly on top of the legs using 3/8ò x 1ò bolts and lock 
washers (Figure 2). Do not tighten down 3/8ò bolts all the way. Once saddle is attached to legs tighten down 
bolts and nuts attaching the legs to the tongue. Now tighten down bolts attaching saddle to legs. 
 

  
 

 

Figure 1 

Figure 2 


